SEE STD 464
FOR DETAIL
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CURB AND GUTTER /

HANDHOLE ON
SIDE OPPOSITE

ROME POLE AND BRACKET
CABLE. TWO CONDUCTOR
AWG #10 STRANDED COPPER

WIRE, 45 MIL PVC INSULATION,

95 MIL HMW POLYETHYLENE
BELT OR APPROVED EQUAL

— STREET LIGHT
OR SIGNAL POLE
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CURB
JUNCTION BOX SHALL CONFORM
TO WSDOT STANDARD PLAN NO.
J-40 WITH GALVANIZED LID AND BARE #8 AWG
BONDING STRAP. STRANDED GROUND ——| —— | GROUND LUG
SEE WSDOT
SPEC 9-29.7 FOR ‘
CONNECTION MATERIAL T A
MODEL SEC REQUIREMENTS - a7
1791-DP OR "ILSCO" TYPE ULT COPPER
APPROVED CRIMP OR APPROVED EQUAL - !

BARE AWG #8
e
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6" MIN
TO LID

TO STREET LIGHT

TO STREET LIGHT

2" SCH. 40 PVC CONDUIT
SCH. 80 PVC BELOW ROADWAY

NOTES:
1. ALL ELECTRICAL SPLICES MUST MEET WET RATING.

2. BOND FRAME AND LID.

3.  SPLICE KIT REQUIRED FOR EACH LIGHT INCLUDING LAST LIGHT ON
CIRCUIT.

4. SPLICE BOX SEC 1791-DP REQUIRED TO BRANCH CIRCUIT IN THREE
OR MORE DIRECTIONS.

STRANDED GROUND

2" SCH. 40 PVC CONDUIT

BELL END PVC
BUSHING

®
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